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T. 42 8., R. 18 E., SaALT LAKE MERIDIAN, UTaH

The following field notes describe the dependent resurvey of a portion of
the east and north boundaries, the dependent resurvey of a portion of the
subdivigional lines, the dependent resurvey of a portion of Mineral Survey
6653, the sgurvey of a portion of the east and north boundaries, the survey
of the south boundary, the survey of a portion of the subdivisional lines,
the subdivision of sections 12, 13, 14, 15, 19, 20, 21, 22, 23, 24, 29, and
30, the survey of the meanders of the right and left banks of the San Juan
River, and the survey of two parcels in sections 13 and 24, of Township 42
South, Range 18 East, Salt Lake Meridian, Utah.

History of Surveys

Surveyed by Retr. or Resurveyed by
SOUTH BOUNDARY
All Unsurveyed
EAST BOUNDARY
Portion E.E. Miller 1909
Portion J.L. Thomas 2900
WEST BOUNDARY
A1l C.F. Moore & W.W. Bandy 1924
All S.A. Burkhardt 2006
NORTH BOUNDARY
Portion E.E. Miller 1909
Portion C.F. Moore & W.W. Bandy 1924
Portion C.F. Moore & W.W. Bandy 1924
SUBDIVISION
Portion E.E. Miller 1909

Meanders of the right bank of the San Juan River by E.E. Miller in 1909.
Mineral Survey 6653 was surveyed by J.H. Winwood in 1920.

The survey was executed in accordance with the specifications as set forth
in the Manual of Instructions for the Survey of the Public Lands of the
United States, 1973, and the Special Instructions dated September 12, 2007,
for Group No. 1057, Utah.

The true meridian direction and length of all lines were determined by real
time kinematic global posgitioning system observations wusing Trimble
Navigation 5700 and 5800 model receivers.

Preliminary to the resurvey, the lines of the prior surveys were retraced
and search was made for all cormners and other calls of record. Identified
corners were remonumented in their ocriginal positions. Lost corners were
reestablished and remonumented at proportionate positions based on the
official record. The retracement data were thoroughly verified and only the
true line field notes are given herein.

All monuments set in this survey and resurvey bear the Navajo seal, unless
otherwise noted.




T. 42 S., R. 18 E., Sa.T LAKE MERIDIAN, UTaH

Note: The right bank of the San Juan River was meandered in the 1909 E.E.
Miller Surveys of the South Boundary of T. 41 S., R. 18 E., and the

Subdivision and Meander Lines of T. 42 S., R. 18 E. No meander corners
were found from this survey. The 1924 W.W. Bandy Survey of a Portion of
the South Boundary of T. 41 8., R. 18 E., set a witness meander corner

between sections 5 and 32, which was found and used. Photo interpretation
of aerial photography flown in 2006, 1 meter resolution, Natural Color
Aerial Photography (NAIP), was used to meander the San Juan River for the
survey record of the left and right banks. The aerial photography was photo
controlled with ground observation points, using the real time kinematic
global positioning system. Meander corner positions were calculated but not
monumented. Distances along the surveyed lines to the meander corners are
incorporated within the field notes.

Geodetic control was derived from Global Positioning System (GPS) static
post observations processed by National Geodetic Survey, Online Positioning
User Service (0OPUS}.

The geographic positions, in NAD83 (CORS9%6), epoch date 2002.00 for the
corners listed below were determined by Global Positioning System (GPS)
cbservations to a Network Accuracy of less than 0.10 meter, 95 percent
confidence circle, as defined in Standards and Guidelines for Cadastral
Surveys Using Global Positioning Systems Methods, May 9, 2001, Version 1.0.

The corner of Townships 41 and 42 South, Ranges 17 and 18 East, Salt Lake
Meridian, Utah is as follows:

Latitude 37° 107 19.032” N., Longitude 109%° 58’ 53,593~ W.
The corner of Townships 41 and 42 South, Ranges 18 and 19 East, Salt Lake
Meridian, Utah is as follows:

Latitude 37° 10" 18.793" N., Longitude 109%° 52’ 21.171"” W.
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15.900

25.023
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23.233

DEPENDENT RESURVEY OF B PORTION OF THE EAST BOUNDARY,
T. 42 8., R. 18 E., SaLT LAKE MERIDIAN, UTAH

Dependent Resurvey of a Portion of the East Boundary,
T. 42 §., R. 18 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by E.E. Miller in 1209,
and the Resurvey Executed by J.L. Thomas in 2000

Beginning at the meander cor. of secs. 7 and 12 on the right
bank of the San Juan River, on the West bdy. of T. 42 S., R. 19
E., monumented with an aluminum post, 2 1/2 ins. diam., firmly
set, projecting 3 ins. above ground, in a collar of stone, 4 ft.
diam., with aluminum cap (BLM DOI seal) mkd. as described in the
official record of the 2000 resurvey.

Set steel fence post as witness post west of cor.

N. 0°00.2* W., bet. secs. 7 and 12, on the E. bdy. of the
township.

The cor. of secs. 1, 6, 7, and 12, monumented with an aluminum
post, 2 1/2 ins. diam., firmly set in a mound of stone, 3 ft.
diam. base, 16 ins. high, with aluminum cap (BLM DOI) mkd. as
described in the official record of the 2000 resurvey.

Set a steel fence post east of cor. as a witness post, in a
mound of stone, 2 ft. diam. base, 1 1/2 ft. high.

N. 0°00.7' E., bet. secs. 1 and 6, on the E. bdy. of the
township.

Point for the intersection with line 3-4 of the Johney No. 4
Placer, Mineral Survey No. 6653, hereinafter described.

The 1/4 sec. cor. of secs. 1 and 6, monumented with an iron
post, 1 in. diam., firmly set, projecting 12 ins. above ground,
with brass cap mkd. as described in the official record of the
1909 survey, with an embedded mound of stone, 3 ft. diam., 2 ft.
high, west of cor.

Set a steel fence post north of iron post as a witness post;
build mound of stone around iron post, 2 ft. diam. base to cap.

N. 0°05.0" W., beginning new measurement.

Point for the intersection with the line 1-2 of the Johney No. 4
Placer, Mineral Survey No. 6653, hereinafter described.
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DEPENDENT RESURVEY OF A PORTION OF THE EAST BOUNDARY,
T, 42 8., R. 18 E., SaLTt Larke MerIDIAN, UTaH

The cor. of Tps. 41 and 42 S§., Rs. 18 and 19 E., meonumented with
an iron post, 3 ims. diam., firmly set, projecting é ins. above
a mound of stone, 3 ft. diam., 24 ins. high, with brass cap mkd.
as described in the official record of the 1909 survey of the E.
bdy. of T. 41 8., R. 18 E.

Raise a mound of stone, 2 ft. base, 4 ft. high, on large boulder
southeast of cor.; set steel fence post as witness post south of
cor.

Dependent Resurvey of a Portion of the North Boundary,
T. 42 8., R. 18 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
E.E. Miller in 1509

Note: The Right Bank of the San Juan River was meandered in the
1909 E.E. Miller Survey of the South Boundary of T. 41 S., R. 18

E. No meander corners were found from this survey. Aerial
photography (2006 NAIP footage) was used to meander the San Juan
River for the current survey and resurvey. Meander corner

pogitions were calculated but not monumented.

From the cor. of Tps. 41 and 42 S., Rs. 18 and 19 E.,
hereinbefore described.

S, B9°52.6' W., bet. secs. 1 and 36, on the N. bdy. of the
township.

The 1/4 sec. cor. of secs. 1 and 36, determined from an embedded
mound of stone, 3 ft. base, 2 ft. high, with hole in center,
with an accessory mound of stone north of primary mound; there
is no remaining evidence of the 1909 iron post.

At the cormer point (center of the mound of stone)

Set a stainless steel'post, 28 ins. long, 2 1/2 ins. diam., 6
ins. in the ground to bedrock, with a magnet at the base, in a
mound of stone, 4 ft. base, 22 ins. high, with brass cap mkd.

T41S RI18E
s 36
1/4 ——
s 1
T428
2007

Set a steel fence post north of cor. as a witness post, in a
mound of stone, 3 ft. diam., 2 ft. high.
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DEPENDENT RESURVEY OF A PORTION OF THE NORTE BOUNDARY,
T. 42 S., R. 18 E., Sant Lake MERIDIAN, UTaH

Cor. is located on top of a spur, extending east and west.

N. 89°52.6' W., beginning new measurement.

The cor. of secs. 1, 2, 35, and 36, monumented with an iron
post, 2 ins. diam., firmly set, projecting 13 ins. above a mound
of stone, 3 ft. base, 1 ft. high, with brass cap incorrectly
mkd.

T428 RI18E
5 2 51
S 11 s 12
1909

Accessory mound of stone, 1 1/2 ft. base, 1 1/2 ft. high,
northwest of cor. (Record: iron post, 3 ing. diam., mkd. T418
R18E S35 / R18E S36 / R18E 81 / R1BE 82 T428 1909).

Rebuild mound of stone around iron post, deposit a magnet at the
base of the iron post. Cap not restamped.

Cor. is located at the west edge of a narrow bench, 20 ft. wide,
south sloping, 150 ft. above the right bank of the San Juan
River, course N. 30° W. This is a wvery difficult corner to
access from the top of the canyon, and is impossible to access
from the river.

8. 89°57.7' W., bet. secs. 2 and 35, on the N. bdy. of the
township.

point for the meander cor. of secs. 2 and 35, on the right bank
of the San Juan River. Not monumented.

Survey of a Portion of the North Boundary,
T. 42 8., R. 18 E., 8Salt Lake Meridian, Utah

wWith continuous measurenment.

Point for the meander cor. of secs. 2 and 35, on the left bank
of the San Juan River. Not monumented.

Point for the 1/4 sec. cor. of secs. 2 and 35.
Set an aluminum post, 28 ins. long, 2 1/2 ins. diam., 27 ins.

in the ground, with magnet at base, with aluminum cap (BLM DOI)
cap mkd.
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SURVEY OF A PORTION OF THE NORTH BOUNDARY
T. 42 S., R. 18 E., SaLT LakE MERIDIAN, UTaH

CHATINS
T41S RI1BE
5 35
1/4
s 2
T428
2007
Set a steel fence post north of cor. as a witness post.
Cor. is located on a rocky, moderately steep, northwest facing
slope, above the 8an Juan River.
7%.900 Point for the cor. of secs. 2, 3, 34, and 35.
Set an aluminum post, 28 ins. long, 2 1/2 ins. diam., on exposed
bedrock, with magnet at base, in a mound of stone, 3 ft. base to
top of cap, with aluminum cap (BLM DOI) mkd.
T418 RI18E
S5 34 s 35
5 3 5 2
T42S
2007
Set a steel fence post east of aluminum post as a witness post.
Cor. iz located on a steep, east-facing slope, far above the San
Juan River to the east.
8. 89°57.7' W, bet. secs. 3 and 34, on the N. Bdy. of the
township.
25.278 Point for the meander cor. of secs. 3 and 34, on the left bank
of the San Juan River. Not mommented.
27.765 Point for the meander cor. of secs. 3 and 34, on the right bank

of the San Juan River. Not monumented.

Dependent Resurvey of a Portion of the North Boundary,
T. 42 8., R. 18 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
E.E. Miller in 1509

With continucus measurement.
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DEPENDENT RESURVEY OF 2 PORTION OF THE NORTH BOUNDARY,
T. 42 8., R. 18 E., SaLT Lare MeriDian, UTaH

The 1/4 sec. cor. of secs. 3 and 34, monumented with an iron
post, 2 ins. diam., firmly set, projecting 12 ins. above a mound
of stone, 2 1/2 ft. base, 18 ins. high, with brass cap mkd. as
described in the official record of the 1909 survey (Record: 1
in. diam. post).

N. 89°50.9' W., beginning new measurement.

The cor. of secs. 3, 4, 33, and 34, determined from an embedded
collar of stone, 3 ft. diam., with hole in center, with an
accessory mound of stone west of collar; the original iron post,
3 ins. diam., 36 ins. long, with brass cap mkd. as described in
the official record of the 1909 survey, was laying lcose on the
ground nearby.

At the corner point {(center of the collar of stone)
Reset the original iron post, 36 ins. long, 3 ins. diam., flush

in a mound of stone, 5 ft. base, 2 ft. high, with a magnet at
the base, with brass cap (US Land Office seal) mkd.

T41S RI18E
5 33 5 34
S 4 5 3
T42S RI18E
1909

Rebuild accessory mound of stone west of cor., 3 ft. diam. base,
2 ft. high.

Cor. is located on a steep, south facing slope, above a vertical
cliff, approximately 500 ft. above the San Juan River to the
south.

N. 89°49.4' W., bet. secs. 4 and 33, on the N. bdy. of the
township.

Point for the meander cor. of secs. 4 and 33, on the right bank
of the San Juan River. Not monumented.

Survey of a Portion of the North Boundary,
T. 42 3., R. 18 E., Salt Lake Meridian, Utah

With continuous measurement.

pPoint for the meander cor. of secs. 4 and 33, on the left bank
of the San Juan River. Not monumented.
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SURVEY OF A PORTION OF THE NORTH BOUNDARY,
T. 42 S., R. 18 E., Sart LAKE MERIDIAN, UTaH

Point for the 1/4 sec. cor. of secs. 4 and 33. Not monumented.

Point for the meander cor. of secs. 4 and 33, on the left bank
of the San Juan River. Not monumented.

Point for the meander cor. of secs. 4 and 33, on the right bank
of the San Juan River. Not monumented.

Dependent Resurvey of a Portion of the North Boundary,
T. 42 S., R. 18 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
E.E. Miller in 1909 and the Survey Executed
by W.W. Bandy in 1924

With continuous measurement.

The cor. of secs. 4, 5, 32, and 33, determined from a mound of
stone, 5 ft. base, 3 ft. high; there is no remains of the iron
post described in the official record of the 1924 survey.

At the cornmer point (center of the mound of stcne)

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 5
ins. in the grocund, with magnet at the base, in a mound of
stone, 5 ft. base to cap, with brass cap mkd.

T41S RI1BE
S 32 5 33

S 5 S 4
T425
2007

Cor. is located on a steep, rocky, southeast facing slope, above
a vertical cliff, approximately 300 ft. above the San Juan River
to the south. Difficult cor. to access from above, impossible
to access from river below.

S. 89°56.4'" W., bet. secs. 5 and 32, on the N. bdy. of the
township.

Point for the 1/4 sec. cor. of secs. 5 and 32, at proportionate
distance. Not monumented.
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DEPENDENT RESURVEY OF A PORTION OF THE NORTH BOUNDARY,
T. 42 S., R. 18 E., SaLT LakeE MERIDIAN, UTaH

Point for the meander cor. of secs. 5 and 32, on the right bank
of the San Juan River. Not monumented.

True point for the meander cor. of secs. 5 and 32, on the left
bank of the San Juan River. Not monumented.

The witness cor. to the meander cor. of secs. 5 and 32, on the
left bank of the San Juan River, monumented with an iron post, 1
in. diam., firmly set, projecting 5 ins. above a mound of stone,
4 ft. diam. base, 24 ins. high, with brass cap mkd. as described
in the official record of the 1924 survey. This cor. was used
for alignment of the north boundary of township, and now
functions as an angle point.

Cor. is located on a narrow bench, above a wvertical cliff,
approximately 500 ft. above the San Juan River to the northeast.
Difficult cor. to access from above, impossible to access from
river below.

S. 89°57.2' W., beginning new measurement.

The cor. of secs. 5, 6, 31, and 32, monumented with an iron
post, 2 ins. diam., firmly set, projecting 12 ins. above a mound
of stone, 3 ft. diam. base, 10 ins. high, with brass cap mkd. as
described in the official record of the 1924 survey.

Set a steel fence post as a witness post north of cor.

N. 89°55.5' W., bet. secs. 6 and 31, on the N. bdy. of the
township.

The 1/4 sec. cor. of secs. 6 and 31, monumented with an iron
post, 1 in. diam., loosely set, projecting 12 ins. above a mound
of stone, 2 ft. diam. base, 6 ins. high, rusted out at the base,
with brass cap mkd. as described in the official record of the
1924 resurvey. An embedded mound of stone, 2 ft. base, 1 ft.
high found north of monument.

At the corner point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 15
ins. in the ground, with magnet at the base, in a mound of
stone, 3 ft. base to cap, with brass cap mkd.
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DEPENDENT RESURVEY OF A PORTION OF THE NORTH BOUNDARY,
T. 42 S., R. 18 E., SaLT Lake MERIDIAN, UTaH

T41S RI18E
S 31
1/4

S 6
T428
2007

Set a steel fence post north of cor. as a witness post in a
mound of stone, 2 ft. diam., 1 ft. high.

Bury the original iron pipe south of the stainless steel post in
the mound of stone.

Cor. is located near the north edge of a mesa top, south of the
San Juan River,

N. 89°50.1' W., beginning new measurement.

The cor. of Tps. 41 and 42 S., Rs. 17 and 18 E., monumented with
an iron post, 3 ins. diam., firmly set, projecting 13 ins. above
ground, with brass cap mkd. as described in the official record
of the 2006 resurvey of the E. bdy. of T. 42 S., R. 17 E,
witnessed by a steel fence post west of cor.

Survey of a Portion of the East Boundary,
T. 42 8., R. 18 E., Salt Lake Meridian, Utah

From the point for the cor. of Tps. 42 and 43 S., Rs. 18 and 19
E., determined by bearing / bearing intersection, South from the
meander cor. of secs. 7 and 12 on the E. bdy of Tp. 42 S., R. 18
E., and East from the cor. of Tps. 42 and 43 S., Reg. 17 and 18
E,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 26
ing. in the ground, in a collar of stone, 3 ft. base, with
magnet at base, with brass cap mkd.

T428

R1BE 8 36 S 31 RI1B%E
S 1 S 6
T438
2007

Set a steel fence post north of cor. as a witness post.

Cor. is 1located on top of a spur, trending northeast /
southwest.

North, bet. secs. 31 and 236, on the E. bdy. of township.
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SURVEY OF A PORTICN OF THE EAST BOUNDARY
T. 42 8., R. 18 E., SarT Lake MeriDIAN, UTaH

Point for the 1/4 sec. cor. of secs. 31 and 36.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 23
ins. in the ground, in a collar of stone, 3 ft. base, with
magnet at base, with brass cap mkd.

T428S
1/4
R18E | R19E
536 | s 31
2007

Cor. is located in eroded badlands, with many shallow drainages.
Difficult access to this location.

Point for the cor. of secs. 25, 30, 31, and 36.

Set a stainless steel post, 28 ims. long, 2 1/2 ins. diam., 27
ins. in the ground, in a supporting mound of stones on the side
of a hill, 3 ft. base, 3 ft. above ground, with magnet at base,
with brass cap mkd.
T428
R18E | RI19E
S 25 5 30

8 36 s 31
2007

Set a steel fence post north of cor. as a witness post.

Cor. is located in broken badlands, with many wandering washes.

North, bet. secs. 25 and 30, on the E. bdy. of township.
Point for the 1/4 sec. cor. of secs. 25 and 30.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 22
ing. in the ground, in a c¢ollar of stone, 3 ft. base, with
magnet at base, with brass cap mkd.

T428
1/4
R18E | R19E
s 25 | s 30
2007

Set steel fence post north of cor. as a witness post.

Cor. is located in fairly level terrain, in eroded badlands.

Point for the cor. of secs. 19, 24, 25, and 30.
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SURVEY OF 2 PORTION OF THE EAST BOUNDARY
T. 42 S., R. 18 E., SavT LaRE MeripiaN, UTad

Set a brass tablet, 3 1/4 inch diameter, with a 3 1/2 inch stem,
flush with red sandstone, with a magnet at base of stem, in
cement bond, into a drill hole on solid rock, mkd.

T428
R18E | R19E
S 24 | S 19

S 25 5 30
2007

Set a steel fence post west of cor. as a witness post.

Cor. is located on a north facing red sandstcne ledge, 80 feet
below mesa top.

North, bet. secs. 19 and 24, on the E. bdy. of township.
Point for the 1/4 sec. cor. of secs. 19 and 24.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 26
ins. in the ground, with magnet at base, with brass cap mkd.

T428
1/4
R18E | R19E
s 24 | 519
2007

Set steel fence post northeast of cor. as a witness post.

Cor. is located on the north side of a shallow drainage, course
East, 25 ft. wide, at the base of a red sandstone ledge, 20 ft.
high.

Point for the cor. of secs. 13, 18, 19, and 24.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 26
ins. in the ground, with magnet at base, with brass mkd.

T4285
R18E | R19E
S 13 | 5 18

S 24 s 19
2007

Set a steel fence post east of cor. as a witness post.

Cor. is located on a bench below a mesa top, in red soil and
sandstone outcrops.
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SURVEY OF A PORTION COF THE EAST BOUNDARY
T. 42 S,.,, R. 18 E., SavT LaKE MERIDIAN, UTAH

North, bet. secs. 13 and 18, on the E. bdy. of Tp.

Intersect a chain link fence, 6 ft. high, enclosing the
Department of Energy Radiocactive Materials Disposal S8Site,
extending N. 82° E. / 8. 82° W.

True point for the 1/4 sec. cor. of secs. 13 and 18. Point
falls within Department of Energy Radicactive Materials Disposal
Site. Restricted area, enclosed by secure fence.

Intersect a chain 1link fence, 6 ft. high, enclosing the
Department of Energy Radiocactive Materials Disposal Site,
extending N. 78° W. / 8. 78° E.

Point selected for the witness cor. to the 1/4 sec. cor. of
secs. 13 and 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 21
ins. in the ground to bedrock, in a collar of stone, 3 ft. base,
with magnet at base, with brass cap mkd.

WC

T425

1/4
R18E R1SE
S 13 S 18

2007

Witness cor. is located immediately north of a barbed wire
fence, 5 strand, extending N. 80° W. / 8. 80° E.

Point for the cor. of secs. 7, 12, 13, and 18.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, in a collar of stone, 4 ft. base, with
magnet at base, with brass cap mkd.

T428
R18E | R19E
s12 | s 7

5 13 5 18
2007

Set a steel fence post east of cor. as a witness post.

Cor. is located on the north edge of a narrow drainage, course
5. 80° E., 15 ft. wide.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 7 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 1068+00, ELEV - , 1%$58"”, on the
southeast side of Utah State Highway 163, bears S. 85°23.8' W.,
21.017 chs. dist.
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SURVEY OF A PCORTION COF THE BAST BOUNDARY
T. 42 S., R. 18 E., SaLT LAKE MERIDIAN, UTaH

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 7 ins. above ground, with brass cap mkd. "“State Road
Right of Way Marker, CL 75, STA 1087+22.8, ELEV -, 1958", on the
southeast side of Utah State Highway 163, bears N. 5°4.0' W.,
18.699 chs. dist.

North, bet. secs. 7 and 12, on the E. bdy. of Tp.

Centerline of U.S8. Highway 163, paved, 25 ft. wide, extending
N. 52°¢ E., 8. 52° W.

Point for the 1/4 sec. cor. of secs. 7 and 12.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.

T428
1/a
R18E | R19E
s12 | s7
2007

Set steel fence post north of cor. as a witness post.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 6 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 1093+10.8, ELEV - , 1958", on
the southeast side of Utah State Highway 163, bears
S. 18°48.4' E., 15.632 chs. dist.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 6 ins. above ground, with brass cap mkd. "“State Road
Right of Way Marker, CL 75, STA 1087+22.8, ELEV 4266.56, 1958”,
on the northwest side of Utah State Highway 163, bears
S. 8°10.4' W., 19.603 chs. dist.

Cor. is located on top of a red sandstone spur, oriented
northeast / southwest, with rocky ground.

Point for the meander cor. of secs. 7 and 12, on the left bank
of the San Juan River. Not monumented.

The meander cor. of secs. 7 and 12, on the right bank of the San
Juan River, hereinbefore described.

Survey of the Scuth Boundary,
T. 42 5., R. 18 E., Salt Lake Meridian, Utah
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SURVEY OF THE SOUTH BOUNDARY,
T. 42 5., R. 18 E., SanT LAKE MERTIDIAN, UTAH

CHAINS
From the cor. of Tps. 42 and 43 8., Rs. 18 and 19 E.,
hereinbefore described.
West, bet. secs. 1 and 36, on the 5. bdy. of Tp.
40.000 Point for the 1/4 sec. cor. of secs. 1 and 36.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 26
ins. in the ground, with magnet at base, with brass cap mkd.
T425 RI18E
5 36
1/4
s 1
T43S
2007
Set steel fence post north of cor. as a witness post.
Cor. is located in rolling terrain, with no vegetation.
80.000 Point for the cor. of secs. 1, 2, 35, and 36.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.
T425 RI1BE
S 35 S 36
S 2 s 1
T438
2007
Set steel fence post north of cor. as a witness post.
Cor. is located in rclling terrain, with no vegetation.
West, bet. secs. 2 and 35, on the S. bdy. of Tp.
40.000 Point for the 1/4 sec. cor. of secs. 2 and 35.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.

T42S RI1S8E
5 35
1/4 —
8 2
T435
2007

Set gteel fence post north of cor. as a witness post.




CHATINS

72.828

80.000

40.000

80.000
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SURVEY OF THE SOUTH BOUNDARY,
T. 42 S., R. 18 E., SALT LAKE MERIDIAN, UTaH

Cor. is located in gently rolling terrain, with no vegetation.

Centerline of 8San Juan County 447, gravel, 30 ft. wide,
extending North and South.

Point for the cor. of secs. 2, 3, 34, and 35.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 7
ins. in the ground to bedrock, in a mound of stone, 3 ft. base
to cap, with magnet at base, with brass cap mkd.

T42S R18E
5 34 s 35

s 3 5 2
T43S8
2007
Set steel fence post northeast of cor. as a witness post.

Cor. is located in reclling terrain, with no vegetation.

West, bet. secs. 3 and 34, on the S. hbdy. of Tp.

Point for the 1/4 sec. cor. of secs. 3 and 34.

Set a stainless steel post, 28 ins. leng, 2 1/2 ins. diam., 13
ins. in the ground, with magnet at base, in a mound of stome, 3

ft. base to cap, with brass cap mkd.

T425 RI18E
S 34

1/4

s 3
T438
2007

Set steel fence ?ost north of cor. as a witness post.

Cor. is located on gentle, east sloping ground.

Point for the cor. of secs. 3, 4, 33, and 34.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24

ins. in the ground to bedrock, with magnet at base, with brass
cap mkd.

T42S RI18E

S 33 S 34

S 4 5 3
T433

2007




CHAINS

40.000

80.000

40.000
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SURVEY OF THE SOUTH BOUNDARY,
T. 42 S., R. 18 E., S8anT LARE MERIDIAN, UTAH

Set steel fence post northwest of cor. as a witness post.

Cor. is located on gentle, north sloping terrain, with scattered
desert brush.

West, bet. secs. 4 and 33, on the 8. bdy. of Tp.
Point for the 1/4 sec. cor. of secs. 4 and 33.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.

T428 RI18E
S 33
1/4

S 4
T438
2007

Set steel fence post north of cor. as a witness post.

Cor. is located in rolling, sandy hills, with scattered desert
brush.

Point for the cor. of secs. 4, 5, 32, and 33.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 10
ing. in the ground to bedrock, in a mound of stone, 3 ft. base
to cap, with magnet at base, with brass cap mkd.

T425 RI1S8E
5 32 S 33

S 5 S 4
T438
2007

Set steel fence post northwest of cor. as a witness post.

Cor. is located on the edge of a sandy plain, east of a
limestone cutcropping.

West, bet. secs. 5 and 32, on the 3. bdy. of Tp.

Point for the 1/4 sec. cor. of secs. 5 and 32.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 8
ing. in the ground to bedrock, with magnet at base, in a mound
of stone, 3 ft. base to cap, with brass cap mkd.
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SURVEY OF THE SOUTH BOUNDARY,
T. 42 ., R. 18 E., SaLT LAKE MERIDIAN, UTAH

CHAINS
T425 RI18E
S 32
1/4
5§65
T438
2007
Set steel fence post north of cor. as a witness post.
Cor. is located in rolling, sandy hills, overlying limestone
bedrock.
80.000 Peoint for the cor. of secsg. 5, 6, 31, and 32.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 26
ins. in the ground, with magnet at base, with brass cap mkd.
T425 RI18E
S 31 S 32
5 6 s 5
T435
2007
Set steel fence post north of cor. as a witmess post.
Cor. is located in rolling, sandy hills, with scattered desert
brush.
West, bet. secs. 6 and 31, on the S. bdy. of Tp.
40.000 Point for the 1/4 sec. cor. of secs. é and 31.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.
T42S RISE
S 31
1/4 —
5 6
T43S
2007
Set steel fence post north of cor. as a witness post.
Cor. is located in relling, sandy hills.
82.393 The cor. of Tps. 42 and 43 8., Rs. 17 and 18 E., monumented with

an iron post, 3 ins. diam., firmly set, projecting 5 ins. above
ground, with brass cap mkd. as described in the official record
of the 2006 resurvey of the E. bdy. of T. 42 S., R. 17 E,
witnessed by a steel fence post west of cor.
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SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 42 8., R. 18 E., SaLT Lake MERIDIAN, UTAH

CHATNS
Survey of a Portion of the Subdivisional Lines,
T, 42 8., R. 18 E., Salt Lake Meridian, Utah
From the cor. of secs. 1, 2, 35, and 36, on the S. bdy. of Tp.,
hereinbefore described.
N. 0°00.7' W., bet. secs. 35 and 36.
40.000 Point for the 1/4 sec. cor. of secs. 35 and 36.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., on
sandstone outcropping, with magnet at base, in a mound of stone,
3 ft. base to cap, with brass cap mkd.
T428 RI18E
1/4
s 35 | 5 36
2007
Cor. is located at the head of a small drainage, course South.
80.000 Point for the cor. of secs. 25, 26, 35, and 36.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., on
sandstone outcrop, with magnet at base, in mound of stone, 3 ft.
base to cap, with brass cap mkd.
T42S RI18E
8 26 S 25
S 35 3 36
2007
Set steel fence post north of cor. as a witness post.
Cor. is located in rolling, barren ground.
From the cor. of secs. 25, 30, 31, and 36, on the E. bdy. of
Tp., hereinbefore described.
West, bet. secs. 25 and 36.
40.000 Point for the 1/4 sec. cor. of secs. 25 and 36.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 20
ins. in the ground, with magnet at base, in a mound of stone, 3
ft. base to cap, with brass cap mkd.




CHAINS

80.000

34,996

40.000

63.583

80.000
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SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 42 8., R. 18 E., SaLT Lake MERIDIAN, UTaH

T428 RI18E
5 25
1/4

5 36
2007

Set steel fence post north of cor. as a witness post.

Cor. is located northwest of a wash, at the base of a moderate
slope.

The cor. of secs. 25, 26, 35, and 38,

N. 0°00.7' W., bet. secs. 25 and 26.

Centerline of San Juan County 447, gravel, 30 ft. wide,
extending ¥. 35° E. / S. 35° W.

Point for the 1/4 sec. cor. of secs. 25 and 26.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 14
ins. in the ground to bedrock, in a mound of stone, 3 ft. base
to cap, with brass cap mkd.
T42S RI1S8E
1/4
S 26 | s 25
2007

Place four 60D nails at the base of post as a memorial (no
magnet available}.

Set steel fence post north of cor. as a witness post.
Cor. is located in rolling hills.

Centerline of San Juan County 447, gravel, 30 ft. wide,
extending N. &68° W. / 5. 68° E.

Point for the cor. of secs. 23, 24, 25, and 26.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 13

ins. in the ground to bedrock, with magnet at base, in mound of
astone, 3 ft. base to cap, with brass cap mkd.

T42S RI1SBE

5 23 5 24

8 26 5 25
2007

Set steel fence post north of cor. as a witness post.




CHAINS

40.000

80.000

36.379

40.000

80.000
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SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 42 S., R. 18 E., SaLT LAKE MERIDIAN, UTaH

Cor. is located in brcken country, in a shallow drainage, course
N. 20° E.

From the cor. of secs. 19, 24, 25, and 30, on the E. bdy. of
Tp., hereinbefore described.

West, bet. secs. 24 and 25.
Point for the 1/4 sec. cor. of secs. 24 and 25.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.

T425 R1BE
S 24
1/4

5 25
2007

Set steel fence post north of cor. as a witness post.

Cor. is located on the socuthwest bank of Halgaitoh Wash, course
§. 55¢ RE,, 25 ft. wide.

The cor. of secs. 23, 24, 25, and 26.

N. 0°00.7'" W., bet. secs. 23 and 24.

Centerline of San Juan County 447, gravel, 30 ft. wide,
extending N. 70° E. / S. 70° W.

Point for the 1/4 sec. cor. of secs. 23 and 24.

Set a stainless steel post, 28 ins. long, 2 1/2 ineg. diam., 28
ins. in the ground, with magnet at the base, with brass cap mkd.

T428 RI18E
1/4
823 | s 24
2007

Cor. is located south of Halchita townsite, close to housing
subdivision. Minimize impact of cor. due to proximity to
houses.

Point for the cor. of secs. 13, 14, 23, and 24.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 2

ins. in the ground to bedrock, with magnet at base, in mound of
stone, 3 ft. base to cap, with brass cap mkd.




CHAINS

40.000

53.562

53.894

54.218
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SURVEY OF A PORTION OF THE SUBDIVISICNAL LINES,
T. 42 S., R. 18 E., SaLT Lake MERIDIAN, UTAH

T425 RI18E

S 14 S 13

S 23 5 24
2007

Set steel fence post west of cor. as a witmness post.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 8 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 1011+00, ELEV - , 19587, on the
southeast side of Utah State Highway 163, bears N. 2°44.3' E.,
17.149 chs. dist.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 4 ins. above ground, with brass cap mkd. *“State Road
Right of Way Marker, CL 75, STA 1002+26.7, 1002+37.4, ELEV -,
19587, on the southeast side of Utah State Highway 163, bears
N. 45°05.0' W., 14.577 chs. dist.

Cor. is located on east sloping, rocky terrain, northwest of
Halchita townsite.

From the cor. of secs. 13, 18, 19, and 24, on the E. bdy. of
Tp., hereinbefore described.

West, bet. secs. 13 and 24.
Point for the 1/4 sec. cor. of secs. 13 and 24.
Set a brass tablet, 2 1/4 inch diameter, with a 3 1/2 inch stem,
flush with red sandstone, with a magnet at base of stem, in
cement bond, into a drill hole on solid rock, mkd.

T428 R18E

S 13
1/4

S 24
2007

Raise a mound of stone south of cor., 2 ft. base, 1 1/2 ft.
high.

¢or. located northeast of Halchita townsite, on fairly level
terrain.

Intersect line 1-2, of Parcel 2. Not monumented.
Intersect line 5-1, of Parcel 2. Not monumented.

Centerline of San Juan County 447, paved, 25 ft. wide, extending
N. 37° E. / 8. 37° W.
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SURVEY OF 2 PORTION OF THE SUBDIVISIONAL LINES,
T. 42 S., R. 18 E., SaLT LAk MeribpianN, UTax

CHAINS

55.089 Intersect line 1-2, of Parcel 1. HNot monumented.

62.918 Intersect line 2-3, of Parcel 1. Not monumented

80.000 The cor. of secs. 13, 14, 23, and 24.
N. 0°00.7' W., bet. secs. 13 and 14.

17.933 Centerline of U.S. Highway 163, paved, 25 ft. wide, extending
N. 59° E. / 8. 59° W.

40.000 Point for the 1/4 sec. cor. of secs. 13 and 14.
Set a brass tablet, 3 1/4 inch diameter, with a 3 1/2 inch stem,
flush with red sandstone, with a magnet at base of stem, in
cement bond, into a drill hole on solid rock, mkd.

T42S R18E
1/4
s 14 | S 13
2007

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 7 ins. above ground, slightly bent, with brass cap
mkd. “State Road Right of Way Marker, CL 75, STA 1026+98.6, ELEV
437, 1958", on the northwest side of Utah State Highway 163,
bears 8. 68°57.6' E., 20.935 chs. dist.
From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 23 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 1011+00, ELEV -, 1958", on the
northwest side of Utah State Highway 163, bears S. 0°58.3' W.,
20.945 chs. dist.
Cor. located on east sloping ground, southwest of small housing
develcpment.

80.000 Point for the cor. of secs. 11, 12, 13, and 14.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 3
ins. in the ground to bedrock, with magnet at base, in mound of
stone, 4 ft. base to cap, with brass cap mkd.

T42S RI18E

S 11 s 12

S 14 S 13
2007

Set steel fence post north of cor. as a witness post, in mound
of stone.




CHAINS

21.172

40.000

80.000

40.000
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SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 42 S., R. 18 E., SaLt LakKe MerIDIAN, UTaH

Cor. is located on east sloping, rocky terrain, east of Alhambra
Rock.

From the cor. of secs. 7, 12, 13, and 18, on the E. bdy. of Tp.,
hereinbefore described.

West, bet. secs. 12 and 13.

Centerline of U.S. Highway 163, paved, 25 ft. wide, extending
N. 34° E. / S. 34° W.

Point for the 1/4 sec. cor. of secs. 12 and 13.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 26
ins. in the ground, with magnet at base, with brass cap mkd.

T42S8 RI1BE
s 12
1/4

S 13
2007

Set steel fence post north of cor. as a witness post.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 8 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 1068+00, ELEV 4295.85, 1958", on
the northwest gide of Utah State Highway 163, bears
S. 88¢32.9' E., 17.167 chs. dist.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 6 ins. above ground, with brass cap mkd. “"State Road
Right of Way Marker, CL 75, STA 1057+13.3, ELEV -, 1958, on the
northwest side of Utah State Highway 163, bears 5. 30°41.2' E.,
17.484 chs. dist.

Cor. is located on the east bank of a wash, course N. 10° E., 20
ft. wide.

The cor. of secs. 11, 12, 13, and 14.

N. 0°00.7' W., bet. zecs. 11 and 12.
Point for the 1/4 sec. cor. of secs. 11 and 12.
Set a brass tablet, 3 1/4 inch diameter, with a 3 1/2 inch stem,

flush with red sandstone, with a magnet at base of stem, in
cement bond, into a drill hole on solid rock, mkd.




CHATNS

8o0.000

40.000

68.386
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SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T, 42 8., R. 18 E., SanT Lakg MERIDIAN, UTAH

T42S R18E
1/4

s 11 | 8 12
2007

Raise a mound of stone north of cor., 2 ft. diam., 2 ft. high;
get steel fence post in mound.

Cor. located on rocky mesa top, sloping socutheast.
Point for the cor. of secs. 1, 2, 11, and 12. Not monumented.

Cor. falls in inaccessible canyon.

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 42 8., R. 18 E., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed
by E.E. Miller in 1909

From the cor. of secs. 1, 6, 7, and 12, on the E. bdy. of Tp.,
hereinbefore described.

N. 89°40.9' W., bet. secs. 1 and 12.

Point for the 1/4 sec. cor. of secs. 1 and 12, at proportionate
distance; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 3
ins. in the ground to bedrock, with magnet at base, in a mound
of stone, 4 ft. base to cap, with brass cap mkd.

T425 RI1BE
S 1

1/4
S 12
2007
Set steel fence post southwest of cor. as a witness post.

Cor. located on a gentle, southeast sloping mesa top.

Point for the meander cor. of secs. 1 and 12, on the right bank
of the San Juan River. Not monumented.




CHAINS

72,230

80.9000

1.129

3.495

14.619

18.270

40.000

62.061

68.812

79.620
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SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 42 S., R. 18 E., 8SaLT LakE MERIDIAN, UTaH

Survey of a Portion of the Subdivisional Lines,
T. 42 8., R. 18 E., Salt Lake Meridian, Utah

With continuous measurement.

Point for the meander cor. of secs. 1 and 12, on the left bank
of the San Juan River. Not monumented.

The point for the cor. of secs. 1, 2, 11, and 12.

N. 0°03.0' W., bet. secs. 1 and 2.

Point for the meander cor. of secs. 1 and 2, on the left bank of
the San Juan River. HNot monumented.

Point for the meander cor. of secs. 1 and 2, on the right bank
of the San Juan River. Not monumented.

Point for the meander cor. of secs. 1 and 2, on the right bank
of the San Juan River. Not monumented.

Point for the meander cor. of secs. 1 and 2, on the left bank of
the San Juan River. Not monumented.

Point for the 1/4 sec. cor. of secs. 1 and 2.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ing. in the ground, with magnet at base, in a collar of stone, 3
ft. base to cap, with brass cap mkd.

T42S R18E
1/4
s2|s1
2007

Set steel fence post north of cor. as a witness post.

Cor. is located on a rocky, moderately steep, southeast facing
slope.

Point for the meander cor. of secs. 1 and 2, on the left bank of
the San Juan River. Not monumented.

Point for the meander cor. of secs. 1 and 2, on the right bank
of the San Juan River. Not monumented.

The cor. of secs. 1, 2, 35, and 36, on the N. bdy. of Tp.,
hereinbefore described.




CHAINS

40.000

79.364

80.000

38.548

40.000
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SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 41 5., R. 24 E., 8aLT Lake MErIDIAN, UTaAH

From the cor. of secs. 2, 3, 34, and 35, on the 8. bdy. of Tp.,
hereinbefore described.

N, 0°01.3' W., bet. secs. 34 and 35.
Point for the 1/4 sec. cor. of secs. 34 and 35.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ing. in the ground, with magnet at base, with brass cap mkd.

T425 RISE
1/4

S 34 | 535
2007

Set steel fence post north of cor. as a witness post.
Cor. is located on fairly level terrain, with no vegetation.
Point selected for the witness cor. of secs. 26, 27, 34, and 35.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 10
ins. in the ground to bedrock, in a mound of stone, 3 ft. base
to cap, with magnet at base, with brass cap mkd.

WC
T425 RI18E
8 27% 8 26

5 3418 35
2007

Set a steel fence post north of stainless steel post as a
witness post.

The witness cor. is located on the right bank of a wash, course
East, in rocky ground.

True point for the cor. of secs. 26, 27, 34, and 35. Falls in
narrow wash, 10 ft. wide, course East.

From the cor. of secs. 25, 26, 35, and 36.
West, bet. secs. 26 and 35.

Centerline of San Juan County 447, gravel, 30 ft. wide,
extending N. 19° E. / S. 19° W.

Point for the 1/4 sec. cor. of secs. 26 and 35.




CHAINS

80.000

40.000

£0.000
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Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 15
ins. in the ground, to bedrock, with magnet at base, in a mound
of stone, 3 ft. base to cap, with brass cap mkd.

T42S5 R18E
S 26
i/4 ——
5 35
2007
Set steel fence post north of cor. as a witness post.

Cor. is located on northwest sloping terrain.

The point for the cor. of secs. 26, 27, 34, and 35.

N. 0°01.3* W., bet. secs. 26 and 27.
Point for the 1/4 sec. cor. of secs. 26 and 27.
Set a stainless steel post, 28 ims. long, 2 1/2 ins. diam., 25
ins. in the ground, with magnet at base, in a collar of stone, 2
1/2 ft. base to cap, with brass cap mkd.
T428 RI1BE
1/4
s 27 | s 26
2007
Set steel fence post north of cor. as a witness post.
Cor. is located on gentle, southeast sloping terrain.
Point for the cor. of secs. 22, 23, 26, and 27.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 4

ins. in the ground to bedrock, with magnet at base, in mound of
stone, 4 ft. base to cap, with brass cap mkd.

T428 RI1BE

5 22 5 23

5 27 5 26
2007

Set steel fence post east of cor. as a witness post.

Cor. is located on the southwest side of a ravine, course
8. 60° E., 40 ft. wide.

From the cor. of secs. 23, 24, 25, and 26.




CHATINS

19.601

40.000

80.000

40.000

80.000
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SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 41 8., R. 24 E., SaLT LAKE MERIDIAN, UTaH

West, bet. secs. 23 and 26.

Centerline of San Juan County 447, gravel, 30 f£ft. wide,
extending N. 34° W. / S. 34° E.

Point for the 1/4 sec. cor. of secs. 23 and 26.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 6
ins. in the ground to bedrock, with magnet at base, in a mound

of stone, 4 ft. base to cap, with brass cap mkd.

T42S RI18E
S 23

1/4
5 26
2007
Set steel fence post north of cor. as a witness post.

Cor. is located in rolling, rocky terrain.

The cor. of secs. 22, 23, 26, and 27.

N. 0°01.3* W., bet. secs. 22 and 23.
Point for the 1/4 sec. cor. of secs. 22 and 23.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., on
exposed limestone bedrock, with magnet at base, in a mound of
stone, 4 ft. base to cap, with brass cap mkd.

T42S8 RI18E
1/4

g 22 | s 23
2007

Set steel fence post east of cor. in mound of stone, as a
witness post.

Cor. is located on the west side of a rocky knoll.
Point for the cor. of secs. 14, 15, 22, and 23.

Set a stainless steel post, 28 ims. long, 2 1/2 ins. diam., 7
ing. in the ground to bedrock, with magnet at base, in mound of
stone, 4 ft. base to cap, with brass cap mkd.

T428 RI18E
S 15 S 14

8 22 s 23
2007
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Set steel fence post northwest of cor. as a witness post, in
mound of stone.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 6 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 9260+34.8, ELEV -, 1958", on the
southeast side of Utah State Highway 163, bears N. 68°50.2' E.,
8.523 chsg. dist.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting & ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 949+79.6, ELEV 4708.80, 1958",
on the southeast gide of Utah State Highway 163, bears
S. 84°18.4' W., 7.606 chs. dist.

Cor. is located in rocky ground, south of U.S. Highway 163.

From the cor. of secs. 13, 14, 23, and 24.
West, bet. secs. 14 and 23.
Point for the 1/4 sec. cor. of secs. 14 and 23.

Set a brass tablet, 3 1/4 inch diameter, with a 3 1/2 inch stem,
flush with red sandstone, with a magnet at base of stem, in
cement bond, into a drill hole on solid rock, mkd.

T42S RI18E
s 14
1/4 ——
s 23
2007

Raise a mound of stone north of cor., 2 ft. diam. base, 2 ft.
high; set steel fence post in mound.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 4 ins. above ground, with brass cap mkd. "State Road
Right of Way Marker, CL 75, STA 985+11.1, ELEV - , 19587, on the
south side of Utah State Highway 163, bears N. 72°40.4' E.,
5.204 chs. dist.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 3 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 978+21.1, ELEV 4579.73, 19587,
on the south side of Utah State Highway 163, bears
N. 72°18.0' W., 6.201 chs. dist.

Cor. located 20 feet above drainage, course S, 45° E., on
exposed sandstone ledge.

The cor. of secs. 14, 15, 22, and 23.
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N. 0°01.3' W., bet. secs. 14 and 15.

Centerline of U.S. Highway 163, paved, 25 ft. wide, extending
N. 76° E. / 8. 76° W,

Point for the 1/4 sec. cor. of secs. 14 and 15.

Set a brass tablet, 3 1/4 inch diameter, with a 3 1/2 inch stem,
flush with red sandstone, with a magnet at base of stem, in
cement bond, into a drill hole on solid rock, mkd.

T428 RI1BE
1/4

§ 15 | 5 14
2007

Raise a mound of stone southwest of cor., 2 1/2 ft. base, 2 1/2
ft. high. Set steel fence post south of cor. as a witness post.

Cor. located in a narrow drainage, course S. 50° E., 100 ft.
below mesa top.

Point for the cor. of secs. 10, 11, 14, and 15.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.

T428 RI18E

5 10 3 11

S 15 S 14
2007

Set steel fence post north of cor. as a witness post.

Cor. is located in a large, open valley, trending east / west.

From the cor. of secs. 11, 12, 13, and 14.

West, bet. secs. 11 and 14.

Point for the 1/4 sec. cor. of secs. 11 and 14.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 9

ins. in the ground to bedrock, with magnet at base, in a mound
of stone, 4 ft. base to cap, with brass cap mkd.
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T42S R18E
s 11

1/4
S 14
2007

Set steel fence post north of cor. as a witness post.

Cor. is located on gentle, east sloping ground, with much
exposed limestone bedrock, northeast of Alhambra Rock.

The cor. of secs. 10, 11, 14, and 15.

N. 0°01.3'" W., bet. secs. 10 and 11.
Point for the 1/4 sec. cor. of secs. 10 and 11.

Set a brass tablet, 3 1/4 inch diameter, with a 3 1/2 inch stem,
flush with red sandstone, with a magnet at base of stem, in
cement bond, into a drill hole on solid rock, mkd.

T428 R18E
1/4

g 10 | s 11
2008

Set steel fence post southwest of cor. as a witness post, in a
mound of stone, 2 ft. diam. base, 2 ft. high.

Cor. located on a fairly level, rocky mesa top.

True point for the cor. of secs. 2, 3, 10, and i1. Point falls
near the bottom of inaccessible canyon.

From the cor. of secs. 1, 2, 11, and 12.
West, bet. secs. 2 and 11.

Point for the meander cor. of secs. 2 and 11, on the left bank
of the San Juan River. Not monumented.

Point for the meander cor. of secs. 2 and 11, on the right bank
of the San Juan River. Not monumented.

point for the meander cor. of secs. 2 and 11, on the right bank
of the San Juan River. Not monumented.

Point for the meander cor. of secs. 2 and 11, on the left bank
of the San Juan River. Not monumented.

Point for the 1/4 sec. cor. of secs. 2 and 11, not monumented.
Cor. falls in inaccessible gorge west of San Juan River.
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CHAINS

79.591 Point selected for the witness cor. to the cor. of secs. 2, 3,
10, and 11.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 25
ins. in the ground to bedrock, in a collar of stone, 4 ft.
diam., with magnet at base, with brass cap mkd.

WC
T425 RI1BE
5 3 5 2

5 10 s 11
2008

Witness cor. is located on a southwest facing slope, near the
bottom of a deep canyon, draining N. 30° W.

80.000 The true point for the cor. of secs. 2, 3, 10, and 11.

N. 0°00.7' E., bet. secs. 2 and 3.
40.000 Point for the 1/4 sec. cor. of secs. 2 and 3.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 15
ins. in the ground to bedrock, with magnet at base, in a mound
of stone, 4 ft. base to cap, with brass cap mkd.

T42S RI18E
i/a
s3] s2
2007
Set steel fence post east of cor. as a witness post.

Cor. is located on gentle, northeast sloping terrain.

79.566 The cor. of secs. 2, 3, 34, and 35, on the N. bdy. of Tp.,
hereinbefore described.

From the cor. of secs. 3, 4, 33, and 34, on the $. bdy. of Tp.,
hereinbefore described.

N. 0°02.0' W., bet. secs. 33 and 34.
40.000 Point for the 1/4 sec. cor. of secs. 33 and 34.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.
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CHAINS
T425 RI18E
1/4
S 33 | S 34
2007
Cor. is located in relling, sandy hills.
80.000 Point for the cor. of secs. 27, 28, 33, and 34.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., on
bedrock, with magnet at base, in a mound of stone, 5 ft. base to
cap, with brass cap mkd.
T425 RI18E
5 28 S 27
8 33 3 34
2007
Set steel fence post northeast of cor. as a witness post.
Cor. is located at the base of a sandstone outcropping, 12 ft.
high, oriented east / west.
From the cor. of secs. 26, 27, 34, and 35.
West, bet. secs. 27 and 34.
38.976 point selected for the witness cor. to the 1/4 sec. cor. of
secs. 27 and 34.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 12
ins. in the ground to bedrock, in a mound of stone, 3 ft. base
to cap, with magnet at base, with brass cap mkd.
WC
T425 RI18E
s 27
1/4 +—
S 34
2007
Witness cor. is located 80 feet above Halgaitoh Wash, course
North. From cor., a steep drop off bears West, 0.424 ch. dist.
40.000 True point for the 1/4 sec. cor. of secs. 27 and 34. Point
falls in Halgaitch Wash; unable to set permanent monument at
this location.
80.000 The cor. of secs. 27, 28, 33, and 34.

N. 0°02.0' W., bet. secs. 27 and 28.
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Point for the 1/4 sec. cor. of secs. 27 and 28.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., on
bedrock, with magnet at base, in a mound of stone, 3 ft. base to
cap, with brass cap mkd.

T425 RI18E
1/4

s 28 | 8 27
2007

Cor. is located on a gentle, east sloping mesa top.

Point for the cor. of secs. 21, 22, 27, and 28.

Set a brass tablet, 3 1/4 inch diameter, with a 3 1/2 inch stem,
Flush with red sandstone, with a magnet at base of stem, in

cement bond, into a drill hole on solid rock, mkd.

T425 RI18E

S 21 s 22

S 28 s 27
2007

Raise a mound of stone north of cor., 2 ft. base, 2 1/2 ft.
high.

Cor. located on exposed sandstone, sloping to the southeast.

From the cor. of secs. 22, 23, 26, and 27.
West, bet. secs. 22 and 27.
Point for the 1/4 sec. cor. of secs. 22 and 27.
Set a brass tablet, 3 1/4 inch diameter, with a 3 1/2 inch stem,
flush with red sandstone, with a magnet at base of stem, in
cement bond, into a drill hole on solid rock, mkd.

T428 RI18E

S 22
1/4

s 27
2007

Raise a mound of stone north of cor., 2 ft. base, 2 ft. high;
set steel fence post in mound.

Cor. located on south side of spur, trending east/west, 25 ft.
above drainage to south, course S. 70° E.
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The cor. of secs. 21, 22, 27, and 28.

N. 0°02.0'" W., bet. secs. 21 and 22.
Point for the 1/4 sec. cor. of secs. 21 and 22.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 4
ins. in the ground to bedrock, with magmet at base, in a mound
of stone, 4 ft. base to cap, with brass cap mkd.

T425 RI18E
1/4

§ 21 | s 22
2007

Set steel fence post north of cor. as witness post.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 6 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 904+94.8, ELEV ~, 18587, on the
goutheast side of Utah State Highway 163, bears N. 15°49.5' E.,
25.596 chs. dist.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 3 ins. above ground, with brass cap mkd. “State Reoad
Right of Way Marker, CL 75, STA 892+404.8, ELEV -, 19587, on the
southeast side of Utah State Highway 163, bears N. 32°39.9' W.,
20.019 chs. dist.

Cor. 1is 1located in gently rolling, shallow, sandy hills,
overlying solid rock.

Centerline of U.S. Highway 163, paved, 25 ft. wide, extending
N. 67° E. / 8. 67° W.

Point for the cor. of secs. 1%, 16, 21, and 22.

Set a stainless steel post, 28 insg. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.

T428 RI1SE

8 16 s 15

5 21 5 22
2007

Set steel fence post north of cor. as a witness post.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 5 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 904+94.8, ELEV 4905.29, 19587,
on the northwest side of Utah State Highway 163, Dbears
S. 25°07.4' E., 14.631 chs. dist.
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From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 1 in. above ground, with brass cap mkd. "State Road
Right of Way Marker, CL 75, STA 892+04.8, ELEV 4948.03, 1858”",
on the northwest side of Utah State Highway 163, bears
g, 29912.2' W., 24.198 chs. dist.

Cor. is located in an open valley, trending north / south.

From the cor. of secs. 14, 15, 22, and 23.
West, bet. secs. 15 and 22.

Centerline of U.S. Highway 163, paved, 25 ft. wide, extending
N. 78° E. / S. 78° W.

Point for the 1/4 sec. cor. of secs. 15 and 22.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 4
ins.: in the ground to bedrock, with magnet at base, in a mound

of stone, 4 ft. base to cap, with brass cap mkd.

T425 RI1BE
5 15

1/4
S 22
2007

Set steel fence post north of cor. as a witness post.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 4 ins. above ground, with brass cap mkd. “State Road
Right of Way Marker, CL 75, STA 932+49.4, ELEV -, 1958”, on the
north side of Utah 8tate Highway 163, bears 5. 88°18.0' E.,
6.087 chs. dist.

From cor., an iron pipe, 2 ins. diam., firmly set in concrete,
projecting 4 ins. above ground, with brass cap mkd. "State Road
Right of Way Marker, CL 75, STA 926+17.2, ELEV 4825.04, 1958"%,
on the northwest side of Utah State Highway 163, bears

'S. 60°35.3'" W., 4.182 chs. dist.

Cor. is located on gentle, east sloping ground, north of U.S.
Highway 163.

The cor. of secs. 15, 16, 21, and 22.

N. 0°02.0' W., bet. secs. 15 and 16.

Point for the 1/4 sec. cor. of secs. 15 and 16.
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Set a stainless steel post, 28 ims. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.

T42S RI1SE
1/4

S 16 | 8 15
2007

Set steel fence post north of cor. as witness post.

Cor. is located on a moderately steep, northwest facing canyon
wall, 30 ft. above the bottom.

Point for the cor. of secs. 9, 10, 15, and 16.
Set a stainless steel post, 28 ins. long, 2 i/2 dins. diam., on

exposed bedrock, with magnet at base, in a mound of stone, 4 ft.
base to cap, with brass cap mkd.

T428 RI18E

s 9 s 10

5 16 s 15
2007

Set steel fence post north of cor. as a witness post, in a mound
of stone.

Cor. is located in a broad drainage, 40 ft. wide, course
N. 80° E.

From the cor. of secs. 10, 11, 14, and 15.
West, bet. secs. 10 and 15.
pPoint for the 1/4 sec. cor. of secs. 10 and 15.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 25
ins. in the ground, with magnet at base, with brass cap mkd.

T425 RI18E
S 10

1/4
S 15
2007
Set steel fence post north of cor. as a witness post.

Cor. is located on gentle, east sloping ground, in open desert.

The cor. of secs. 9, 10, 15, and 16.
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N. 0°02.0' W., bet. secs. 9 and 10.
Point for the 1/4 sec. cor. of secs. 9 and 10.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.

T425 RI18E
1/4

s 9| s 10
2007

Set steel fence post northeast of cor. as witness post.

Cor. is located on a steep, east facing canyon wall, in a
boulder field.

Point for the cor. of secs. 3, 4, 9, and 10.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at the base, with brass cap mkd.

T42S RI18E
S 4 s 3

s 9 s 10
2007

Set steel fence post north of cor. as a witness post.

Cor. is located at the base of a steep, north facing slope.

From the true point for the cor. of secs. 2, 3, 10, and 11.
West, bet. secs. 3 and 10,
Point for the 1/4 sec. cor. of secs. 3 and 10.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 26
ins. in the ground, with magnet at base, in a collar of stone, 3
ft. base, with brass cap mkd.

T428 RI18E
S 3
1/4 —
8 10
2008

Cor. is located near the bottom of a deep canyon, oriented
north/south, on a rocky, west facing slope. Very remote, foot
access only.

The cor. of secs. 3, 4, 9, and 10.
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N. 0°08.0' E., bet. secs. 3 and 4.

Point for the 1/4 sec. cor. of secs. 3 and 4, not monumented.
Cor. falls on inaccessible slope, west of the San Juan River.

Point for the meander cor. of secs. 3 and 4, on the left bank of
the San Juan River. Not monumented.

Point for the meander cor. of secs. 3 and 4, on the right bank
of the Sam Juan River. Not meonumented.

The cor. of secs. 3, 4, 33, and 34, on the N. bdy. of Tp.,
hereinbefore described.

From the cor. of secs. 4, 5, 32, and 33, on the 5. bdy. of Tp.,
hereinbefore described.

N. 0°02.6' W., bet. secs. 32 and 33.
Point for the 1/4 sec. cor. of secs. 32 and 33.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at base, with brass cap mkd.

T425 R18E
1/4
s 32 | s 33
2007
Set steel fence post north of cor. as witness post.
Cor. is located in rolling hills, with numerous drainages.
Point for the cor. of secs. 28, 29, 32, and 33.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 16

ins. in the ground to bedrock, with magnet at the base, in a
mound of stone, 2 ft. base to cap, with brass cap mkd.

T42S RI18E

5 29 S 28

S 32 S 33
2007

Set steel fence post north of cor. as a witness post.

Cor. is located in rolling, sandy hilils.

From the cor. of secs. 27, 28, 33, and 34.
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West, bet. secs. 28 and 33.

Point for the 1/4 sec. cor. of secs. 28 and 33.

gGet a brass tablet, 3 1/4 inch diameter, with a 3 1/2 inch stem,
flush with red sandstone, with a magnet at base of stem, in

cement bond, into a drill hole on solid rock, mikd.

T42S RI18E
5 28

1/4
S 33
2007

Raise a mound of stone south of cor., 3 f£t. base, 3 ft. high;
set steel fence post in mound.

Cor. located on sandstone outcrop, fairly flat, gently sloping
east.

The cor. of secs. 28, 29, 32, and 33.

N, 0°02.6' W., bet. secs. 28 and 29.
Point for the 1/4 sec. cor. of secs. 28 and 23.

et a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 8
ins. in the ground to bedrock, with magnet at base, in a mound
of stone, 3 ft. base to cap, with brass cap mkd.

T42S RI8E
1/4

s 29 | 828
2007

Set steel fence post north of cor. as witness post.

Cor. is located on the east edge of a rocky mesa top, in red
sandstone outcroppings.

Point for the cor. of secs. 20, 21, 28, and 29.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 27
ins. in the ground, with magnet at the base, with brass cap mkd.

T428 RI18E

S 20 5 21

5 29 5 28
2007

Set steel fence post north of cor. as a witness post.
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Cor. is located in gently rolling, sandy hills.

From the cor. of secs. 21, 22, 27, and 28.
West, bet. secs. 21 and 28.
Point for the 1/4 sec. cor. of secs. 21 and 28.

Set a stainless steel post, 28 ins. long, 2 1/2 dins. diam., on
bedrock, with magnet at base, in a mound of stone, 4 ft. base to
cap, with brass cap mkd.

T42S8 RI1S8E
5 21
1/4 ——
S 28
2007

Cor. is located on top of a rocky mesa.

The cor. of secs. 20, 21, 28, and 29.

N. 0°02.6' W., bet. secs. 20 and 21.

Centerline of U.S. Highway 163, paved, 25 ft. wide, extending
N. 77° B. / S. 77° W.

Point for the 1/4 sec. cor. of secs. 20 and 21.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 22
ins. in the ground to bedrock, with magnet at base, in a collar
of stone, 3 ft. base to cap, with brass cap mkd.

T428 R18E
1/4

s 20 | s 21
2007

Set steel fence post north of cor. as witness post.

From cor., an iron pipe, 2 in